SAFETY FIRST

PLEASE POST THESE SAFETY RULES NEAR MACHINE FOR REFERENCE

SAFETY RULES for CRAFTSMAN®

DRILL PRESS

1. READ AND UNDERSTAND INSTRUCTION MANUAL BEFORE OPERATING DRILL PRESS.

2. IF YOU ARE NOT thoroughly familiar with the operation of Drill Presses, obtain advice from your supervisor, instructor or other qualified person.

3. MAKE SURE wiring codes and recommended electrical connections are followed and that machine is properly grounded.

4. DO NOT operate while under the influence of drugs, alcohol or medication.

5. ALWAYS wear eye protection (safety glasses or a face shield).

6. DO NOT wear gloves, tie or loose clothing. REMOVE rings, watch and other jewelry, and roll up sleeves.

7. GUARDS should be in place and used at all times.

8. CLAMP work to table if it is too short to contact the column. HOLD the material securely with a vise or clamps.

9. CLAMP work when using hole saw or cutting tools larger than 1/2" dia.

10. DO NOT exceed recommended speed for the drill, accessory, and workpiece material.

11. BE SURE chuck key is removed from the chuck before starting drill press.

12. MAKE all adjustments with the power off.

13. ADJUST the table or depth stop to avoid drilling into the table.

14. BE SURE drill bit or cutting tool is securely locked in the chuck.

15. DISCONNECT drill from the power source when making repairs.

16. SHUT OFF the power, remove the drill bit or cutting tool, and clean the table before leaving the machine.